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Tile levellers are used as assistance 
for tilers in their job to get tiling to 
be perfect and adjust the height of 
the tiles to be ideal.

Using this method tiler's job will also 
quicker. 

Clips, wedges and pliers guarantee 
simple, quick and precise installation. 

We are producing clips for the joint 
width of 1mm, 1.5mm and 3mm for 
the tile thickness from 3mm to 12mm 
and 1.5mm for the tile thickness from 
12mm to 20mm. Tile levelers can be 
also used in combination with 
standard spacers.

After having spread the adhesive, 
insert the clips. How many clips will 
be used depends on tile’s 
dimensions. You can check the 
consumption of clips further in text in 
Consumption scale.

After that, use wedges with pliers to 
align the tiles until perfect. 

The last step is removing the clips.

Tile levellers

Clips 1mm (tiles 3-12mm) Klips 3mm (tiles 3-12mm)Clips 1.5mm (tiles 3-12mm) Klips 1.5mm (tiles 12-20mm)

Wedge

Pilers



Instruction on how to use clips:

1. Spread the adhesive and insert the   
 clips under the tiles

2. Insert the clips on each side    
 depending on the size of the tile

3. Lay down the tiles and align them

Instructions on how to use wedges:

1. Insert the wedge into the clips

2. Use the plier to adjust the height 

Instruction on how to remove clips:

After adhesive sets, remove the upper 
part of clips. You may use your foot 
gently or a rubber mallet following the 
grout lines.

Note: Wedges can be used more than 
once.

Inserting the clips

Inserting the wedges

Removing the clips

Easily removed

Easily installed

Can be used in combination with spacers 

Consumption scale



ABS Trade
Banatska 1, 11080 Zemun, Serbia  
Phone: +381 11 316 32 45 
Fax: +381 11 316 15 63 
o�ce@abs-trade.com

www.abs-trade.com


